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3 ENGLISH

GENERAL HEADSET OPERATION

1 Power switch 
 – When power on LED will light solid green for 5 seconds 
if battery power >= 10%  Light will be red for 5 seconds 
if battery power is <=10%  Headset will power down 
automatically after 30 minutes of no audio to save 
battery life  To resume use, turn the power off, then back 
on again  Timeout value can be adjusted in G HUB

2 Volume wheel
 – Rotate up to increase OS volume
 – Rotate down to decrease OS volume

3 Microphone mute toggle
 – Microphone is active when red is not visible  
Microphone is muted when red is visible

4 USB C charging port
 – Use provided USB A to USB C charging cable to charge 
headset by plugging into USB port on PC

 – Cable is for charging and firmware update only – 
audio will not play over USB

5 Microphone
 – For optimal voice pickup, place foam ball approximately 
two fingers’ width from the corner of your mouth 

 – Blue VO!CE functionality can be enabled using G HUB 
software

6 Bluetooth / LIGHTSPEED Toggle
 – Press to toggle between BT and LIGHTSPEED modes  
LED indicator will turn fixed blue for 5 seconds when put 
into Bluetooth mode, or cyan for 5 seconds when put 
into LIGHTSPEED mode 
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Obsah je uzamčen 
 

Dokončete, prosím, proces objednávky. 

Následně budete mít přístup k celému dokumentu. 

 

Proč je dokument uzamčen? Nahněvat Vás rozhodně nechceme. Jsou k tomu dva hlavní důvody: 

1) Vytvořit a udržovat obsáhlou databázi návodů stojí nejen spoustu úsilí a času, ale i finanční prostředky.  

Dělali byste to Vy zadarmo? Ne*. Zakoupením této služby obdržíte úplný návod a podpoříte provoz a 

rozvoj našich stránek. Třeba se Vám to bude ještě někdy hodit. 
 

*) Možná zpočátku ano. Ale vězte, že dotovat to dlouhodobě nelze. A rozhodně na tom nezbohatneme. 

 

2) Pak jsou tady „roboti“, kteří se přiživují na naší práci a „vysávají“ výsledky našeho úsilí pro svůj 

prospěch. Tímto krokem se jim to snažíme překazit. 

 

 

A pokud nemáte zájem, respektujeme to. Urgujte svého prodejce. A když neuspějete, rádi Vás uvidíme! 

 


