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Introduction
SAS-SA100
Optical smoke alarm. Equipped with a test button for periodic testing.
SAS-SA110
Optical smoke alarm with a 10-year lithium battery life. Equipped with a test button 
for periodic testing.
A smoke alarm has a limited life and should always be replaced after 10 years from 
the date of purchase. Write the purchase date on this manual for future reference.
This smoke alarm complies with the EN14604 standard of the Construction Products 
Directive.
•	 We recommend that you read this manual before you install the smoke alarm.
•	 Keep this manual in a safe place for future reference.

Safety precautions
Do not expose the product to water or moisture
Do not paint over the smoke alarm

Packaging contents
•	 Smoke alarm
•	 9 V battery
•	 Mounting material
•	 Manual

Technical specifications
•	 Battery: 9 V DC
•	 Alarm: > 85 dB
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•	 Test button: Yes
•	 Low battery alert: Yes
•	 Operating temperature: -10 °C ~ +40 °C

Product and user description

1
3
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1. Test button / battery indicator
Testing the smoke alarm
Like any other electronic device, smoke alarms are not foolproof. Smoke alarms 
contain electronic components that can fail or wear out at any time.
We recommended that you test the smoke alarm every week to make sure it is 
working properly.
Push and hold the test button until the alarm sounds for a few seconds. If it does 
not sound, check if the battery indicator flashes once every 45 seconds. If this is 
not the case, replace the battery immediately.
Battery indicator
The battery indicator flashes every 45 seconds to show the smoke alarm is 
working properly. When the battery indicator flashes and gives a short beep 
sound, it is indicating that the battery has low capacity and should be replaced 
immediately.

2. Mounting plate
3. Mounting holes

Use the supplied screws and plugs to mount the mounting plate to the ceiling.



Obsah je uzamčen 
 

Dokončete, prosím, proces objednávky. 

Následně budete mít přístup k celému dokumentu. 

 

Proč je dokument uzamčen? Nahněvat Vás rozhodně nechceme. Jsou k tomu dva hlavní důvody: 

1) Vytvořit a udržovat obsáhlou databázi návodů stojí nejen spoustu úsilí a času, ale i finanční prostředky.  

Dělali byste to Vy zadarmo? Ne*. Zakoupením této služby obdržíte úplný návod a podpoříte provoz a 

rozvoj našich stránek. Třeba se Vám to bude ještě někdy hodit. 
 

*) Možná zpočátku ano. Ale vězte, že dotovat to dlouhodobě nelze. A rozhodně na tom nezbohatneme. 

 

2) Pak jsou tady „roboti“, kteří se přiživují na naší práci a „vysávají“ výsledky našeho úsilí pro svůj 

prospěch. Tímto krokem se jim to snažíme překazit. 

 

 

A pokud nemáte zájem, respektujeme to. Urgujte svého prodejce. A když neuspějete, rádi Vás uvidíme! 

 


